
REVIVE 

CAREAFTER CARE

Each MESO vytal  t reatment should be f in ished with

MESO vytal  after  care.  Dexpanthenol  increases the

skin’s moisture level  and elast ic i ty and supports skin

regenerat ion by strengthening the product ion of new

skin cel ls.  I t  a lso helps prevent inf lammations and min-

imizes i tchiness.  Dexpanthenol  has a soothing effect

on the skin and st imulates cel l  growth.

Direct ly after  the MESO vytal  t reatment,  the skin is

opt imal ly prepared to absorb this after  care formula and

benef i t  f rom i ts soothing, smoothing and strengthening

effect.

AHApEELINg IN ADVANCE

The perfect starter for br i l lant results!

The MESO vytal  peel ing is not just  a  common AhA

peel ing. I t  is  a combinat ion of an effect ive frui tacid

peel ing and a gent le and r ich cleaning mi lk.  I t  exposes

wastes,  st imulates the metabol ism and removes al l

lef tover part ic les eff ic ient ly. 

AND AGAIN, MOTHER NATURE IS OUR ROLE MODEL! 

Components of  coconut and palm nut oi l  soften the

skin,  witchhazel  and aloe vera are ant i- inf lammatory.



MESO VYTAL CARTRIDgE

18 NEEDLES
13 SMALL HOLES

The distinguishing feature of the MESO vytal cartridge

is its small needle plate. The patented needle plate is

equipped with

that perforate the skin gently.

allow an even flow of the MESO vytal active ingredient.

The needles are 0.5 mm long, this length allows a

penetration of the skin up to 0.3 mm. A special feature is

the flexibil ity of the needle plate. Its convex, ti lt ing surface

can easily conform to the facial surface being treated and

even access difficult areas. 

Tilt ing needle plate adapts to

surface of treated skin area.

MESO VYTAL CARTRIDgE



18 t iny pinpoints gent ly

open the skin barr ier.

13 holes ensure that the active

ingredients are transported

evenly into the skin.

MESO vytal cartridges allow an effective penetration of

epidermal layers and a painfree access for substances of

bigger particles into the dermis through micro-holes.



talent



TEChNICAL pARAMETERS

Type:  DA-3.0-D

Rated voltage:  15 V – (DC)

power input:   7 VA max

power supply unit :   as l isted on the 
type indicat ion plate

Safety class:   2 

Working frequency: selectable f rom 50 to 150
penetrat ions per second

	P   precis ion DC motor

Operat ing mode:  Cont inuous operat ion

OpERATINg CONDITIONS 

Ambient temperature:   +10 °C to +35 °C

Relat ive humidity:   30% to 75% 

width x height x depth  261 x 89 x 219 mm

Weight of  handpiece:  c.  100 g 

Total  weight:   c.  900 g 

patents:  US 6,505,530 
US 6,345,553 
US 8,029,527 
DE 299 19 199 
DE 202 010 013095
Ep 1 495 782 
Ep 1 618 915 
Ep 1 882 492 
Ep 1 743 673
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